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MODEL No.

7290 DESCRIPTION

Tactical Grenade, “Flash bang”
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U.S. Patent No. 5,654,523

< Description

< Model Number
=Type

= Qutput

= Emission Ports
= Launchable
<= Body Material

= Top/Bottom
Material
= Qverall Height

< Diameter

= Qverall Weight
<= Fuze Type

<= Fuze Delay

= UN Number

<= Proper
Shipping Name

=Hazard Class

< Labels Required=

= Quantity Per
Package
= Total
Package Weight
= Package Type

< Package
Dimensions

All specifications are average and are subject to change without notice.

Tactical Grenade, “Flash bang”

7290

Single use, Diversion Device

175db @ 5 Feet, 6-8 million candela
8.5millisec. 50% of energy from top,

50%of energy from bottom.
10 on top — 10 on bottom

No
Steel — Black oxide

Aluminum — Black anodized

6.0" (144.5 cm)
2.0” (50.8mm)
550 gm

Model 201, Pyrotechnic delay

1.5 +0.3 sec.

0452
Grenade, Practice

1.4G
Explosive

12 Grenades

24 |b. (10.90 kg)

4G Fiberboard Box Double wall POP

12.75” X 9.75" X 9" Height

(32.4 cm X 24.75 cm X 22.90 cm)
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